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1. oiled cedar board siding
2. aged cedar siding (10+yrs)
3. sandblasted board formed
    concrete
4. board formed concrete
5. crushed granite
6. CORE-TEN steel
7. cabinetry grade plywood
8. sandblasted salvaged t&g 
    decking

3100-DH System 
Window by Wasau

Cast in place concrete, 
board formed

Sprayed foam insulation, 
6”

Steel ties @ 24” O.C.

Steel reinforcement cage
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B1/4 TRANSVERSE // MAKER’S 1

MAKER’S 1 EXHIBITION HALL MAKER’S 1 PRODUCTION AREA

C1/4 LONGITUDINAL // MAKER’S 1

CLIMATE RESPONSE // SUSTAINABILITY STRATEGYDETAIL // JAMB // 3” = 1’

DETAIL // WALL SECTION // 1/2” = 1’

Cast in place concrete, 
plywood formed

Sprayed foam insulation, 
6”

Cast in ledger with 
deflection head & smoke 
stop (where applicable)

Column/Girder/Beam 
moment connection

Continuity of membrane 
from wall to roof

Anodized parapet cap, 
flashed into roof mem-
brane

Roof ballast

Cast in place floor slab, 
with finish surface

Tounge & groove 
reclaimed boards

Column base & footing

Cast in place floor slab, 
with finish surface

Drainage pipe in gravel 
aggregate


